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 ____________________________________________________________________________

 ****************************************************************************

              RATIONAL METHOD HYDROLOGY COMPUTER PROGRAM PACKAGE

           (Reference: 1986 SAN BERNARDINO CO. HYDROLOGY CRITERION)

          (c) Copyright 1983-2016 Advanced Engineering Software (aes)

              Ver. 23.0  Release Date: 07/01/2016  License ID 1435

                            Analysis prepared by:

                          THIENES ENGINEERING, INC.                          

                             14349 FIRESTONE BLVD                            

                             LA MIRADA, CA 90638                             

                                 714-521-4811                                

  ************************** DESCRIPTION OF STUDY **************************

 * TEI JOB 3849                                                             *

 * 100-YEAR STORM EVENT                                                     *

 * PROPOSED CONDITION (NODES 100-321)                                       *

  **************************************************************************

   FILE NAME: W:\3849\100P.DAT                                  

   TIME/DATE OF STUDY: 16:47 09/23/2020

 ============================================================================

   USER SPECIFIED HYDROLOGY AND HYDRAULIC MODEL INFORMATION:

 ============================================================================

                     --*TIME-OF-CONCENTRATION MODEL*--

   USER SPECIFIED STORM EVENT(YEAR) =  100.00

   SPECIFIED MINIMUM PIPE SIZE(INCH) =  12.00

   SPECIFIED PERCENT OF GRADIENTS(DECIMAL) TO USE FOR FRICTION SLOPE = 0.95

   *USER-DEFINED LOGARITHMIC INTERPOLATION USED FOR RAINFALL*

   SLOPE OF INTENSITY DURATION CURVE(LOG(I;IN/HR) vs. LOG(Tc;MIN)) = 0.6000

   USER SPECIFIED 1-HOUR INTENSITY(INCH/HOUR) = 1.1800

   *ANTECEDENT MOISTURE CONDITION (AMC) III ASSUMED FOR RATIONAL METHOD*

   *USER-DEFINED STREET-SECTIONS FOR COUPLED PIPEFLOW AND STREETFLOW MODEL*

      HALF-  CROWN TO   STREET-CROSSFALL:   CURB  GUTTER-GEOMETRIES:  MANNING

      WIDTH  CROSSFALL  IN-  / OUT-/PARK-  HEIGHT  WIDTH  LIP   HIKE  FACTOR

 NO.   (FT)     (FT)    SIDE / SIDE/ WAY    (FT)    (FT)  (FT)  (FT)    (n)

 ===  =====  =========  =================  ======  ===== ====== ===== =======

   1   30.0     20.0    0.018/0.018/0.020   0.67    2.00 0.0312 0.167 0.0150

   GLOBAL STREET FLOW-DEPTH CONSTRAINTS:

     1. Relative Flow-Depth =  0.00 FEET

        as (Maximum Allowable Street Flow Depth) - (Top-of-Curb)

     2. (Depth)*(Velocity) Constraint =  6.0 (FT*FT/S)

   *USER-SPECIFIED MINIMUM TOPOGRAPHIC SLOPE ADJUSTMENT NOT SELECTED

 ****************************************************************************

   FLOW PROCESS FROM NODE    100.00 TO NODE    101.00 IS CODE =  21

 ----------------------------------------------------------------------------

   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<<

   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<<

 ============================================================================

   INITIAL SUBAREA FLOW-LENGTH(FEET) =   348.00

   ELEVATION DATA: UPSTREAM(FEET) =   1240.32  DOWNSTREAM(FEET) =   1231.47

   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20

   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    6.583

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  4.443

   SUBAREA Tc AND LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.)

   COMMERCIAL                 B        1.30      0.42     0.100    76    6.58

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA RUNOFF(CFS) =      5.15

   TOTAL AREA(ACRES) =      1.30   PEAK FLOW RATE(CFS) =      5.15

 ****************************************************************************

   FLOW PROCESS FROM NODE    101.00 TO NODE    102.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================
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   ELEVATION DATA: UPSTREAM(FEET) =  1227.80  DOWNSTREAM(FEET) =  1224.90

   FLOW LENGTH(FEET) =   621.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  18.0 INCH PIPE IS  10.9 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   4.61

   ESTIMATED PIPE DIAMETER(INCH) =  18.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =       5.15

   PIPE TRAVEL TIME(MIN.) =   2.24    Tc(MIN.) =    8.83

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    102.00 =     969.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    101.00 TO NODE    102.00 IS CODE =  81

 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================

   MAINLINE Tc(MIN.) =    8.83

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.726

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        2.65      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA AREA(ACRES) =    2.65      SUBAREA RUNOFF(CFS) =    8.79

   EFFECTIVE AREA(ACRES) =      3.95   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =        4.0       PEAK FLOW RATE(CFS) =      13.10

 ****************************************************************************

   FLOW PROCESS FROM NODE    102.00 TO NODE    103.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1224.90  DOWNSTREAM(FEET) =  1224.11

   FLOW LENGTH(FEET) =   169.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  24.0 INCH PIPE IS  16.3 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   5.78

   ESTIMATED PIPE DIAMETER(INCH) =  24.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      13.10

   PIPE TRAVEL TIME(MIN.) =   0.49    Tc(MIN.) =    9.32

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    103.00 =    1138.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    103.00 TO NODE    103.00 IS CODE =  81

 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================

   MAINLINE Tc(MIN.) =    9.32

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.608

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        1.85      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA AREA(ACRES) =    1.85      SUBAREA RUNOFF(CFS) =    5.94

   EFFECTIVE AREA(ACRES) =      5.80   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =        5.8       PEAK FLOW RATE(CFS) =      18.61

 ****************************************************************************

   FLOW PROCESS FROM NODE    103.00 TO NODE    104.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1224.11  DOWNSTREAM(FEET) =  1223.33

   FLOW LENGTH(FEET) =   169.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  27.0 INCH PIPE IS  18.9 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   6.26

   ESTIMATED PIPE DIAMETER(INCH) =  27.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      18.61

   PIPE TRAVEL TIME(MIN.) =   0.45    Tc(MIN.) =    9.77

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    104.00 =    1307.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    104.00 TO NODE    104.00 IS CODE =  81
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 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================

   MAINLINE Tc(MIN.) =    9.77

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.507

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        1.85      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA AREA(ACRES) =    1.85      SUBAREA RUNOFF(CFS) =    5.77

   EFFECTIVE AREA(ACRES) =      7.65   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =        7.7       PEAK FLOW RATE(CFS) =      23.86

 ****************************************************************************

   FLOW PROCESS FROM NODE    104.00 TO NODE    105.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1223.33  DOWNSTREAM(FEET) =  1222.54

   FLOW LENGTH(FEET) =   169.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  30.0 INCH PIPE IS  20.4 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   6.71

   ESTIMATED PIPE DIAMETER(INCH) =  30.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      23.86

   PIPE TRAVEL TIME(MIN.) =   0.42    Tc(MIN.) =   10.19

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    105.00 =    1476.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    105.00 TO NODE    105.00 IS CODE =  81

 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================

   MAINLINE Tc(MIN.) =   10.19

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.420

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        3.25      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA AREA(ACRES) =    3.25      SUBAREA RUNOFF(CFS) =    9.88

   EFFECTIVE AREA(ACRES) =     10.90   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =       10.9       PEAK FLOW RATE(CFS) =      33.13

 ****************************************************************************

   FLOW PROCESS FROM NODE    105.00 TO NODE    106.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1222.54  DOWNSTREAM(FEET) =  1218.79

   FLOW LENGTH(FEET) =   803.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  33.0 INCH PIPE IS  23.8 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   7.24

   ESTIMATED PIPE DIAMETER(INCH) =  33.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      33.13

   PIPE TRAVEL TIME(MIN.) =   1.85    Tc(MIN.) =   12.03

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    106.00 =    2279.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    106.00 TO NODE    106.00 IS CODE =  81

 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================

   MAINLINE Tc(MIN.) =   12.03

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.094

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        3.40      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100
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   SUBAREA AREA(ACRES) =    3.40      SUBAREA RUNOFF(CFS) =    9.34

   EFFECTIVE AREA(ACRES) =     14.30   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =       14.3       PEAK FLOW RATE(CFS) =      39.27

 ****************************************************************************

   FLOW PROCESS FROM NODE    106.00 TO NODE    204.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1218.79  DOWNSTREAM(FEET) =  1217.95

   FLOW LENGTH(FEET) =    59.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  30.0 INCH PIPE IS  19.6 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =  11.58

   ESTIMATED PIPE DIAMETER(INCH) =  30.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      39.27

   PIPE TRAVEL TIME(MIN.) =   0.08    Tc(MIN.) =   12.12

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    204.00 =    2338.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    204.00 TO NODE    204.00 IS CODE =   1

 ----------------------------------------------------------------------------

   >>>>>DESIGNATE INDEPENDENT STREAM FOR CONFLUENCE<<<<<

 ============================================================================

   TOTAL NUMBER OF STREAMS =  2

   CONFLUENCE VALUES USED FOR INDEPENDENT STREAM  1 ARE:

   TIME OF CONCENTRATION(MIN.) =   12.12

   RAINFALL INTENSITY(INCH/HR) =   3.08

   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42

   AREA-AVERAGED Ap =  0.10

   EFFECTIVE STREAM AREA(ACRES) =      14.30

   TOTAL STREAM AREA(ACRES) =      14.30

   PEAK FLOW RATE(CFS) AT CONFLUENCE =      39.27

 ****************************************************************************

   FLOW PROCESS FROM NODE    200.00 TO NODE    201.00 IS CODE =  21

 ----------------------------------------------------------------------------

   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<<

   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<<

 ============================================================================

   INITIAL SUBAREA FLOW-LENGTH(FEET) =   368.00

   ELEVATION DATA: UPSTREAM(FEET) =   1233.37  DOWNSTREAM(FEET) =   1228.56

   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20

   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =    7.690

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  4.048

   SUBAREA Tc AND LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.)

   COMMERCIAL                 B        2.90      0.42     0.100    76    7.69

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA RUNOFF(CFS) =     10.45

   TOTAL AREA(ACRES) =      2.90   PEAK FLOW RATE(CFS) =     10.45

 ****************************************************************************

   FLOW PROCESS FROM NODE    201.00 TO NODE    202.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1224.50  DOWNSTREAM(FEET) =  1223.50

   FLOW LENGTH(FEET) =   201.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  21.0 INCH PIPE IS  15.4 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   5.54

   ESTIMATED PIPE DIAMETER(INCH) =  21.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      10.45

   PIPE TRAVEL TIME(MIN.) =   0.60    Tc(MIN.) =    8.30

   LONGEST FLOWPATH FROM NODE    200.00 TO NODE    202.00 =     569.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    202.00 TO NODE    202.00 IS CODE =  81

 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================
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   MAINLINE Tc(MIN.) =    8.30

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.868

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        1.80      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA AREA(ACRES) =    1.80      SUBAREA RUNOFF(CFS) =    6.20

   EFFECTIVE AREA(ACRES) =      4.70   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =        4.7       PEAK FLOW RATE(CFS) =      16.18

 ****************************************************************************

   FLOW PROCESS FROM NODE    202.00 TO NODE    203.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1223.50  DOWNSTREAM(FEET) =  1222.66

   FLOW LENGTH(FEET) =   168.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  24.0 INCH PIPE IS  18.8 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   6.12

   ESTIMATED PIPE DIAMETER(INCH) =  24.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      16.18

   PIPE TRAVEL TIME(MIN.) =   0.46    Tc(MIN.) =    8.75

   LONGEST FLOWPATH FROM NODE    200.00 TO NODE    203.00 =     737.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    203.00 TO NODE    203.00 IS CODE =  81

 ----------------------------------------------------------------------------

   >>>>>ADDITION OF SUBAREA TO MAINLINE PEAK FLOW<<<<<

 ============================================================================

   MAINLINE Tc(MIN.) =    8.75

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  3.745

   SUBAREA LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN

   COMMERCIAL                 B        1.80      0.42     0.100    76

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.42

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  0.100

   SUBAREA AREA(ACRES) =    1.80      SUBAREA RUNOFF(CFS) =    6.00

   EFFECTIVE AREA(ACRES) =      6.50   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =        6.5       PEAK FLOW RATE(CFS) =      21.66

 ****************************************************************************

   FLOW PROCESS FROM NODE    203.00 TO NODE    204.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1222.66  DOWNSTREAM(FEET) =  1217.95

   FLOW LENGTH(FEET) =   433.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  24.0 INCH PIPE IS  17.3 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =   8.93

   ESTIMATED PIPE DIAMETER(INCH) =  24.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      21.66

   PIPE TRAVEL TIME(MIN.) =   0.81    Tc(MIN.) =    9.56

   LONGEST FLOWPATH FROM NODE    200.00 TO NODE    204.00 =    1170.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    204.00 TO NODE    204.00 IS CODE =   1

 ----------------------------------------------------------------------------

   >>>>>DESIGNATE INDEPENDENT STREAM FOR CONFLUENCE<<<<<

   >>>>>AND COMPUTE VARIOUS CONFLUENCED STREAM VALUES<<<<<

 ============================================================================

   TOTAL NUMBER OF STREAMS =  2

   CONFLUENCE VALUES USED FOR INDEPENDENT STREAM  2 ARE:

   TIME OF CONCENTRATION(MIN.) =    9.56

   RAINFALL INTENSITY(INCH/HR) =   3.55

   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42

   AREA-AVERAGED Ap =  0.10

   EFFECTIVE STREAM AREA(ACRES) =       6.50

   TOTAL STREAM AREA(ACRES) =       6.50

   PEAK FLOW RATE(CFS) AT CONFLUENCE =      21.66
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   ** CONFLUENCE DATA **

    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER

    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE

       1       39.27   12.12    3.081  0.42( 0.04) 0.10      14.3     100.00

       2       21.66    9.56    3.552  0.42( 0.04) 0.10       6.5     200.00

   RAINFALL INTENSITY AND TIME OF CONCENTRATION RATIO

   CONFLUENCE FORMULA USED FOR  2 STREAMS.

   ** PEAK FLOW RATE TABLE **

    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER

    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE

       1       57.45    9.56    3.552  0.42( 0.04) 0.10      17.8     200.00

       2       58.03   12.12    3.081  0.42( 0.04) 0.10      20.8     100.00

   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS:

   PEAK FLOW RATE(CFS) =      58.03    Tc(MIN.) =    12.12

   EFFECTIVE AREA(ACRES) =      20.80   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42  AREA-AVERAGED Ap =  0.10

   TOTAL AREA(ACRES) =       20.8

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    204.00 =    2338.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    204.00 TO NODE    321.00 IS CODE =  31

 ----------------------------------------------------------------------------

   >>>>>COMPUTE PIPE-FLOW TRAVEL TIME THRU SUBAREA<<<<<

   >>>>>USING COMPUTER-ESTIMATED PIPESIZE (NON-PRESSURE FLOW)<<<<<

 ============================================================================

   ELEVATION DATA: UPSTREAM(FEET) =  1217.95  DOWNSTREAM(FEET) =  1215.28

   FLOW LENGTH(FEET) =    53.00   MANNING'S N =  0.012

   DEPTH OF FLOW IN  27.0 INCH PIPE IS  18.1 INCHES

   PIPE-FLOW VELOCITY(FEET/SEC.) =  20.46

   ESTIMATED PIPE DIAMETER(INCH) =  27.00    NUMBER OF PIPES =   1

   PIPE-FLOW(CFS) =      58.03

   PIPE TRAVEL TIME(MIN.) =   0.04    Tc(MIN.) =   12.16

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    321.00 =    2391.00 FEET.

 ****************************************************************************

   FLOW PROCESS FROM NODE    321.00 TO NODE    321.00 IS CODE =   1

 ----------------------------------------------------------------------------

   >>>>>DESIGNATE INDEPENDENT STREAM FOR CONFLUENCE<<<<<

 ============================================================================

   TOTAL NUMBER OF STREAMS =  3

   CONFLUENCE VALUES USED FOR INDEPENDENT STREAM  1 ARE:

   TIME OF CONCENTRATION(MIN.) =   12.16

   RAINFALL INTENSITY(INCH/HR) =   3.07

   AREA-AVERAGED Fm(INCH/HR) =  0.04

   AREA-AVERAGED Fp(INCH/HR) =  0.42

   AREA-AVERAGED Ap =  0.10

   EFFECTIVE STREAM AREA(ACRES) =      20.80

   TOTAL STREAM AREA(ACRES) =      20.80

   PEAK FLOW RATE(CFS) AT CONFLUENCE =      58.03

 ****************************************************************************

   FLOW PROCESS FROM NODE    310.00 TO NODE    321.00 IS CODE =  21

 ----------------------------------------------------------------------------

   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<<

   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<<

 ============================================================================

   INITIAL SUBAREA FLOW-LENGTH(FEET) =  1122.00

   ELEVATION DATA: UPSTREAM(FEET) =   1229.90  DOWNSTREAM(FEET) =   1222.41

   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20

   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =   31.908

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  1.724

   SUBAREA Tc AND LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.)

   NATURAL FAIR COVER

   "OPEN BRUSH"               B        0.95      0.31     1.000    84   31.91

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.31

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000

   SUBAREA RUNOFF(CFS) =      1.21

   TOTAL AREA(ACRES) =      0.95   PEAK FLOW RATE(CFS) =      1.21

 ****************************************************************************
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   FLOW PROCESS FROM NODE    321.00 TO NODE    321.00 IS CODE =   1

 ----------------------------------------------------------------------------

   >>>>>DESIGNATE INDEPENDENT STREAM FOR CONFLUENCE<<<<<

 ============================================================================

   TOTAL NUMBER OF STREAMS =  3

   CONFLUENCE VALUES USED FOR INDEPENDENT STREAM  2 ARE:

   TIME OF CONCENTRATION(MIN.) =   31.91

   RAINFALL INTENSITY(INCH/HR) =   1.72

   AREA-AVERAGED Fm(INCH/HR) =  0.31

   AREA-AVERAGED Fp(INCH/HR) =  0.31

   AREA-AVERAGED Ap =  1.00

   EFFECTIVE STREAM AREA(ACRES) =       0.95

   TOTAL STREAM AREA(ACRES) =       0.95

   PEAK FLOW RATE(CFS) AT CONFLUENCE =       1.21

 ****************************************************************************

   FLOW PROCESS FROM NODE    320.00 TO NODE    321.00 IS CODE =  21

 ----------------------------------------------------------------------------

   >>>>>RATIONAL METHOD INITIAL SUBAREA ANALYSIS<<<<<

   >>USE TIME-OF-CONCENTRATION NOMOGRAPH FOR INITIAL SUBAREA<<

 ============================================================================

   INITIAL SUBAREA FLOW-LENGTH(FEET) =   659.00

   ELEVATION DATA: UPSTREAM(FEET) =   1233.78  DOWNSTREAM(FEET) =   1222.41

   Tc = K*[(LENGTH** 3.00)/(ELEVATION CHANGE)]**0.20

   SUBAREA ANALYSIS USED MINIMUM Tc(MIN.) =   21.330

   * 100 YEAR RAINFALL INTENSITY(INCH/HR) =  2.195

   SUBAREA Tc AND LOSS RATE DATA(AMC III):

    DEVELOPMENT TYPE/      SCS SOIL   AREA      Fp         Ap     SCS   Tc

        LAND USE            GROUP   (ACRES)  (INCH/HR)  (DECIMAL)  CN  (MIN.)

   NATURAL FAIR COVER

   "OPEN BRUSH"               B        0.30      0.31     1.000    84   21.33

   SUBAREA AVERAGE PERVIOUS LOSS RATE, Fp(INCH/HR) =  0.31

   SUBAREA AVERAGE PERVIOUS AREA FRACTION, Ap =  1.000

   SUBAREA RUNOFF(CFS) =      0.51

   TOTAL AREA(ACRES) =      0.30   PEAK FLOW RATE(CFS) =      0.51

 ****************************************************************************

   FLOW PROCESS FROM NODE    321.00 TO NODE    321.00 IS CODE =   1

 ----------------------------------------------------------------------------

   >>>>>DESIGNATE INDEPENDENT STREAM FOR CONFLUENCE<<<<<

   >>>>>AND COMPUTE VARIOUS CONFLUENCED STREAM VALUES<<<<<

 ============================================================================

   TOTAL NUMBER OF STREAMS =  3

   CONFLUENCE VALUES USED FOR INDEPENDENT STREAM  3 ARE:

   TIME OF CONCENTRATION(MIN.) =   21.33

   RAINFALL INTENSITY(INCH/HR) =   2.19

   AREA-AVERAGED Fm(INCH/HR) =  0.31

   AREA-AVERAGED Fp(INCH/HR) =  0.31

   AREA-AVERAGED Ap =  1.00

   EFFECTIVE STREAM AREA(ACRES) =       0.30

   TOTAL STREAM AREA(ACRES) =       0.30

   PEAK FLOW RATE(CFS) AT CONFLUENCE =       0.51

   ** CONFLUENCE DATA **

    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER

    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE

       1       57.45    9.60    3.542  0.42( 0.04) 0.10      17.8     200.00

       1       58.03   12.16    3.074  0.42( 0.04) 0.10      20.8     100.00

       2        1.21   31.91    1.724  0.31( 0.31) 1.00       0.9     310.00

       3        0.51   21.33    2.195  0.31( 0.31) 1.00       0.3     320.00

   RAINFALL INTENSITY AND TIME OF CONCENTRATION RATIO

   CONFLUENCE FORMULA USED FOR  3 STREAMS.

   ** PEAK FLOW RATE TABLE **

    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER

    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE

       1       58.67    9.60    3.542  0.40( 0.05) 0.12      18.2     200.00

       2       59.36   12.16    3.074  0.40( 0.05) 0.12      21.3     100.00

       3       47.58   21.33    2.195  0.39( 0.05) 0.14      21.7     320.00

       4       33.77   31.91    1.724  0.38( 0.06) 0.15      22.0     310.00

   COMPUTED CONFLUENCE ESTIMATES ARE AS FOLLOWS:

   PEAK FLOW RATE(CFS) =      59.36    Tc(MIN.) =    12.16

   EFFECTIVE AREA(ACRES) =      21.33   AREA-AVERAGED Fm(INCH/HR) =  0.05

   AREA-AVERAGED Fp(INCH/HR) =  0.40  AREA-AVERAGED Ap =  0.12
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   TOTAL AREA(ACRES) =       22.0

   LONGEST FLOWPATH FROM NODE    100.00 TO NODE    321.00 =    2391.00 FEET.

 ============================================================================

   END OF STUDY SUMMARY:

   TOTAL AREA(ACRES)     =       22.0  TC(MIN.) =     12.16

   EFFECTIVE AREA(ACRES) =     21.33  AREA-AVERAGED Fm(INCH/HR)=  0.05

   AREA-AVERAGED Fp(INCH/HR) =  0.40  AREA-AVERAGED Ap = 0.122

   PEAK FLOW RATE(CFS)   =      59.36

   ** PEAK FLOW RATE TABLE **

    STREAM       Q      Tc   Intensity   Fp(Fm)     Ap     Ae     HEADWATER

    NUMBER     (CFS)  (MIN.) (INCH/HR) (INCH/HR)         (ACRES)    NODE

       1       58.67    9.60    3.542  0.40( 0.05) 0.12      18.2     200.00

       2       59.36   12.16    3.074  0.40( 0.05) 0.12      21.3     100.00

       3       47.58   21.33    2.195  0.39( 0.05) 0.14      21.7     320.00

       4       33.77   31.91    1.724  0.38( 0.06) 0.15      22.0     310.00

 ============================================================================

 ============================================================================

   END OF RATIONAL METHOD ANALYSIS
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